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(57) ABSTRACT

Provided is a storage battery device whose battery life can
be prolonged further. Storage battery device having a plu-
rality of storage battery cells connected in series includes
monitoring unit that measures voltages via the terminals of
the respective storage battery cells, and obtains degradation
information indicating the degraded states of the plurality of
storage battery cells based on the voltages, selection unit that
selects at least one of the plurality of storage battery cells,
power supply unit that supplies power to the storage battery
cell selected by selection unit to charge the storage battery
cell, and control unit that switches, based on the degradation
information obtained by monitoring unit, a storage battery
cell to be selected by selection unit, and adjusts the power
supplied from power supply unit.

20 Claims, 6 Drawing Sheets
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1
STORAGE BATTERY DEVICE AND
CHARGING CONTROL METHOD

TECHNICAL FIELD

The present invention relates to a storage battery device
that includes a plurality of storage battery cells connected in
series.

BACKGROUND ART

Recently, the storage battery devices including a lithium
ion storage batteries or the like has been used in many
situations. For example, a storage battery device is used as
the driving source for an electric car, used for peak cutting
carried out to reduce power consumption at the time period
of great power demand on a demand side such as a house-
hold, a store, or a commercial establishment, used for load
shifting carried out to consume power at the time period of
small power demand on the demand side, or used for
stabilizing unstable renewable energy outputting on a sys-
tem side such as a power company or a heavy electric
machinery company. In the storage battery device used for
any of such purposes, a storage battery device that has a
large capacity is necessary. The storage battery device of the
large capacity can be achieved by connecting a plurality of
storage battery cells in series.

Characteristics of a storage battery, such as effective
power storage amount, are known to greatly deteriorate due
to natural discharging, long-time use, or a charging/dis-
charging cycle. Storage battery cells included in the storage
battery does not degrade evenly each cell. Therefore, in the
storage battery, storage battery cells that have undergone
capacity degradation and storage battery cells which have
not undergone capacity degradation are frequently mixed. In
such a case, the overall characteristics of the storage battery
are determined by the characteristics of the storage battery
cells which have undergone capacity degradation.

Under these circumstances, a storage battery device that
equally uses storage battery cells for the purpose of pre-
venting shortening of a life has been offered (refer to Patent
Literatures 1 and 2).

Patent Literature 1 describes a power supply system that
outputs a voltage from each of a plurality of storage battery
cells connected in series.

FIG. 1 is a circuit diagram illustrating the power supply
system described in Patent Literature 1.

In FIG. 1, storage battery D includes storage battery cells
B1, B2, and B3 connected in series.

Device A is connected to terminal 1, device B is con-
nected to terminal 2, device C is connected to terminal 3, and
return wire R is connected to terminal 4. Devices A, B, and
C are activated by power discharged from storage battery D.
Balance circuit 10 is connected to terminals 1 to 4. The
output voltages of storage battery cells B1 to B3 are made
uniform by exchanging energy among storage battery cells
B1 to B3.

In a power supply system configured by removing balance
circuit 10 from the power supply system illustrated in FIG.
1, usually, currents flowing through storage battery cells B1
to B3 are not uniform, and the output voltages of the storage
battery cells are not uniform.

FIG. 2 is a graph illustrating the changes of the output
voltages of storage battery cells B1 to B3 when power is
discharged from storage battery D from an initial state where
storage battery cells B1 to B3 are fully charged in the power
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supply system configured by removing balance circuit 10
from the power supply system illustrated in FIG. 1.

FIG. 3 is a graph illustrating the changes of the output
voltages of storage battery cells B1 to B3 when power is
discharged from storage battery D from an initial state where
storage battery cells B1 to B3 are fully charged in the power
supply system illustrated in FIG. 1.

The changes of the output voltages of storage battery cells
B1 to B3 illustrated in FIG. 2 are different from one another,
while the changes of the output voltages of storage battery
cells B1 to B3 illustrated in FIG. 3 are similar.

Discharging permission time illustrated in FIGS. 2 and 3
represents time from a discharging start to a discharging
inhibition voltage of, among storage battery cells Bl to B3,
storage battery cell B3 the output voltage of which reaches
the discharging inhibition voltage shortest in time from the
discharging start. The discharging permission time illus-
trated in FIG. 2 is longer than that illustrated in FIG. 3.

Patent Literature 2 discloses a charging/discharging con-
trol circuit that causes, when a storage battery including a
plurality of storage battery cells connected in series is
charged or discharged, the output voltages of the storage
battery cells to become uniform.

FIG. 4 is a block diagram illustrating a device that
includes the charging/discharging control circuit described
in Patent Literature 2.

In the device illustrated in FIG. 4, when switch 13 is ON
while switch 14 is OFF, charging/discharging control circuit
20 charges storage battery 12 by using DC power source 15.
When switch 14 is ON while switch 13 is OFF, power is
charged from storage battery 12, and the discharged power
is consumed by load 11.

Charging/discharging control circuit 20 illustrated in FIG.
4 compares the output voltage of each storage battery cell
with the average among of the output voltages of all the
storage battery cells. Then, charging/discharging control
circuit 20 switches switches 13 and 14 ON/OFF according
to the result of the comparison, divides some of currents
discharged from the respective storage battery cells to flow
into charging/discharging control circuit 20, thereby causing
the output voltages of the storage battery cells to become
uniform.

Thus, by causing the output voltages of the storage battery
cells to become uniform, rapid degradation of storage bat-
tery cells that have undergone capacity degradation is pre-
vented and the battery life of storage battery 12 as a whole
can be prolonged.

CITATION LIST

Patent Literature 1: JP2009-247145A
Patent Literature 2: JP2004-215322A

SUMMARY OF INVENTION
Problems to be Solved

In the technologies described in Patent Literatures 1 and
2, the output voltages of the storage battery cells are made
uniform by using the balance circuit or the average voltage
holding circuit. In this case, however, since storage battery
cells, whose capacity is partially degraded, are used in the
same manner as more degraded storage battery cells, the
storage battery cells that are partially degraded cannot be
fully used. The life of the storage battery device is deter-
mined according to the lives of the more degraded storage
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battery cells. As a result, the life of the storage battery device
cannot be sufficiently prolonged.

It is therefore an object of the present invention to provide
a storage battery device and a charging control method
capable of prolonging battery life further.

Solution to Problem

According to the present invention, a storage battery
device includes a plurality of storage battery cells connected
in series, a monitoring unit that measures voltages via the
terminals of the respective storage battery cells, and obtains
degradation information indicating the degraded states of the
plurality of storage battery cells based on the voltages, a
selection unit that selects at least one cell from among a
plurality of storage battery cells, a power supply unit that
supplies power to the storage battery cell selected by the
selection unit to charge the storage battery cell, and a control
unit that switches, based on the degradation information
obtained by the monitoring unit, a storage battery cell to be
selected by the selection unit, and adjusts the power supplied
from the power supply unit.

According to the present invention, a charging control
method implemented in a storage battery device that
includes a plurality of storage battery cells connected in
series, includes measuring voltages via the terminals of the
respective storage battery cells, obtaining degradation infor-
mation indicating the degraded states of the plurality of
storage battery cells based on the voltages, selecting at least
one cell from among a plurality of storage battery cells,
supplying power to the storage battery cell selected in the
selection step to charge the storage battery cell, switching,
based on the obtained degradation information, a storage
battery cell to be selected, and adjusting the power supplied
in the power supply step.

Effects of Invention

According to the present invention, battery life can be
prolonged further.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 A circuit diagram illustrating a power supply
system described in Patent Literature 1.

FIG. 2 A graph illustrating the changes of output voltages
when power is discharged from a storage battery in a power
supply system configured by removing a balance circuit
from the power supply system illustrated in FIG. 1.

FIG. 3 A graph illustrating the changes of output voltages
when power is discharged from a storage battery in the
power supply system illustrated in FIG. 1.

FIG. 4 A block diagram illustrating a device that includes
a charging/discharging control circuit described in Patent
Literature 2.

FIG. 5 A block diagram illustrating the configuration of a
storage battery device according to the first embodiment of
the present invention.

FIG. 6 A block diagram illustrating the configuration of
the storage battery device that uses a (n+1) terminal pair
circuit as a selection unit.

FIG. 7 A flowchart illustrating the example of the opera-
tion of the storage battery device according to the first
embodiment of the present invention.

FIG. 8 A graph illustrating a relationship between the
number of cycles and SOH at a comparison storage battery
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4

and the storage battery device according to the first embodi-
ment of the present invention.

FIG. 9 A block diagram illustrating the configuration of a
storage battery device according to the second embodiment
of the present invention.

FIG. 10 A flowchart illustrating the example of the
operation of the storage battery device according to the
second embodiment of the present invention.

DESCRIPTION OF EMBODIMENTS

Hereinafter, the embodiments of the present invention
will be described with reference to the drawings. In the
description below, components having similar functions will
be denoted by similar reference numerals, and description
thereof may be omitted.

First Embodiment

FIG. 5 is a block diagram illustrating the configuration of
a storage battery device according to the embodiment.

Storage battery device 30 illustrated in FIG. 5 includes
serial cell 31, power supply unit 32, monitoring unit 33,
selection unit 34, and control unit 35. Storage battery device
30 is connectable to external power source 36. FIG. 5
illustrates storage battery device 30 connected to external
power source 36.

Serial cell 31 includes a plurality of storage battery cells
31-1 to 31-» connected in series, and intermediate tap
terminals drawn from the positive terminals of respective
storage battery cells 31-2 to 31-». Here, n is an integer of 2
or higher. Serial cell 31 includes the positive terminal of
storage battery cell 31-1 and the negative terminal of storage
battery cell 31-r as the positive terminal and the negative
terminal of serial cell 31.

Storage battery cells 31-1 to 31-n are preferably lithium
ion storage battery cells.

External power source 36 is connected to the positive
terminal and the negative terminal of serial cell 31 to supply
power to storage battery device 30.

In storage battery device 30, external power source 36
charges serial cell 31. At this time, when there is no
degradation of storage battery cells 31-1 to 31-», the charged
states of the storage battery cells are uniform.

Selection unit 34 is connected to the positive terminal, the
negative terminal, and the intermediate tap terminal of serial
cell 31. Selection unit 34 is connected to power supply unit
32.

Selection unit 34 receives, from control unit 35, a control
signal for selecting at least one cell from among storage
battery cells 31-1 to 31-», and selects at least one cell from
among storage battery cells 31-z to 31-» according to the
control signal.

FIG. 6 is a block diagram illustrating the configuration of
storage battery device 30 that uses a (n+l) terminal pair
circuit as an example of selection unit 34. In FIG. 6, the
(n+1) terminal pair circuit that is selection unit 34 includes
(n+1) switches 34-1 to 34-(n+1) arranged on wiring for
connecting power supply unit 32 to the positive terminal, the
negative terminal, and the intermediate tap terminal of serial
cell 31. Here, selection unit 34 switches switches ON/OFF
34-1 to 34-(n+1) so that a voltage can be supplied from
power supply unit 32 to a selected storage battery cell.

Power supply unit 32 receives, from control unit 35, a
power supply signal indicating an applied voltage to be
applied to the storage battery cell selected by selection unit
34, and applies the applied voltage indicated by the power
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supply signal to the storage battery cell selected by selection
unit 34 to charge the storage battery cell.

Monitoring unit 33 is connected to each terminal of serial
cell 31. Monitoring unit 33 obtains degradation information
indicating the degraded state of each of storage battery cells
31-1 to 31-» via each terminal, and transmits the degradation
information to control unit 35.

The degraded state of the storage battery cell is a param-
eter referred to as SOH (State of Health). As the SOH, for
example, one value selected from among an output voltage
(specifically, voltage between terminals of storage battery
cells), internal impedance, a battery residual amount, a
charging rate and an effective power storage amount, or a
combination thereof is employed.

Control unit 35, which has received the degradation
information from monitoring unit 33, selects at least one cell
from among storage battery cells 31-1 to 31-» based on the
degradation information, and determines an applied voltage
to be applied to the storage battery cell.

The applied voltage may be a DC voltage or a pulse
voltage. When the applied voltage is a DC voltage, control
unit 35 adjusts the value of the DC voltage based on the
degradation information. When the applied voltage is a
pulse-like voltage, control unit 35 adjusts the duty ratio of
the pulse-like voltage based on the degradation information.

Here, control unit 35 increases the charging amount of the
storage battery cell by setting the value of the DC voltage or
the duty ratio of the pulse voltage higher as the degradation
of the storage battery cell becomes smaller.

Control unit 35 transmits a selection signal indicating the
selected storage battery cell to selection unit 34, transmits a
power supply signal indicating the determined applied volt-
age to power supply unit 32, switches a storage battery cell
to be selected by selection unit 34, and adjusts power
supplied from power supply unit 32.

Hereinafter, the operation of storage battery device 30
will be described.

FIG. 7 is a flowchart illustrating the example of an
operation when storage battery device 30 is charged from
external power source 36.

After external power source 36 has been connected to
storage battery device 30, monitoring unit 33 of storage
battery device 30 continuously obtains the degradation
information of respective storage battery cells 31-1 to 31-»
(step S101). Here, the degradation information indicates the
effective capacity and an output voltage.

Monitoring unit 33 continuously transmits the obtained
degradation information to control unit 35 (step S102).

Control unit 35 receives the degradation information from
monitoring unit 33 (step S103).

Control unit 35 sets, based on the effective capacity of
storage battery indicated by the received degradation infor-
mation, an upper limit voltage that is a voltage when power
supply unit 32 ends the charging for each storage battery cell
(step S104). For example, control unit 35 sets the upper limit
voltage such that the larger the effective capacity of the
storage battery cell the higher is the upper limit voltage.

Control unit 35 determines whether there is any storage
battery cell having a current output voltage set lower than
the upper limit voltage based on the received degradation
information (step S105).

When there is no storage battery cell having a current
output voltage set lower than the upper limit voltage, control
unit 35 transmits a power supply stop signal to power supply
unit 32 to stop application of the applied voltage, and
transmits a selection stop signal to selection unit 34 to end
selection of the storage battery cell (step S114).
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When there is a storage battery cell having a current
output voltage set lower than the upper limit voltage, control
unit 35 sets a threshold value for each storage battery cell
based on a stored counter value (step S106). Control unit 35
increments the counter value each time it is determined in
step S105 so that the storage battery will have an output
value that is set lower than the upper limit voltage. Control
unit 35, which has incremented the counter value, increases
the threshold value to set the value. After the counter value
has reached a predetermined value, control unit 35 sets the
threshold value to a value equal to the upper limit voltage.

Control unit 35 determines whether there is any storage
battery cell having a current output voltage set lower than
the threshold value (step S107).

When there is no storage battery cell having a current
output voltage set lower than the threshold value, control
unit 35 returns to step S105.

When there are storage battery cells having current output
voltages set lower than the threshold value, control unit 35
selects, among the storage battery cells having current
output voltages set lower than the threshold value, a storage
battery cell that has the largest effective capacity, as a
storage battery with the smallest capacity degradation based
on the received degradation information. Further, control
unit 35 determines an applied voltage based on the degra-
dation information (step S108).

Control unit 35 transmits to selection unit 34 a selection
signal indicating the selected storage battery cell, and trans-
mits to power supply unit 32 a power supply signal indi-
cating the determined applied voltage (step S109).

Selection unit 34 receives the selection signal transmitted
in step S109, and selects the storage battery cell indicated by
the selection signal (step S110).

Power supply unit 32 receives the power supply signal
transmitted in step S109, and applies the applied voltage
indicated by the power supply signal to the storage battery
cell selected by selection unit 34 to charge the storage
battery cell (step S111).

Control unit 35 determines whether the current output
voltage of the storage battery cell charged by power supply
unit 32 is higher than the threshold value based on the
degradation information (step S112).

When the current output voltage of the storage battery cell
charged by power supply unit 32 is not higher than the
threshold value, control unit 35 returns to step S112.

When the current output voltage of the storage battery cell
charged by power supply unit 32 is higher than the threshold
value, control unit 35 returns to step S107.

In the aforementioned operation, the storage battery cell
whose capacity is partially degraded is charged before its
capacity is further degraded and charged until a threshold
that is higher than that the value of the storage battery cells
whose capacity has been degraded is reached. This process-
ing is repeated with the increase of the threshold, and
eventually a voltage when charging of the storage battery
cell, whose capacity has been partially degraded, ends is
higher than the voltage that occurs when charging of storage
battery cell, whose capacity has been completed degraded,
ends.

Hereinafter, the change of the SOH of storage battery
device 30 according to the first embodiment of the present
invention will be described.

Here, an effective power storage amount is employed as
the SOH. The effective capacity of the storage battery is a
ratio of a power storage amount at the current fully-charged
time of the storage battery to that at the fully-charged time
in the initial state of the storage battery. Hereinafter, the
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effective capacity of the storage battery will be represented
by a percentage unit. The number n of storage battery cells
is 2.

FIG. 8 is a graph illustrating a relationship between SOH
at a comparison storage battery device that includes two
storage battery cells connected in series, storage battery
device 30, and each storage battery cell and the number of
cycles indicating the number of charging/discharging times.

Hereinafter, the SOH of the comparison storage battery
device is SOH 1, the SOH of storage battery device 30 is
SOH 2, the SOHs of the two storage battery cells of the
comparison storage battery device are respectively SOH 3
and SOH 4, the SOH of storage battery cell 31-1 is SOH 5,
and the SOH of storage battery cell 31-2 is SOH 6.

The number of cycles when SOH is 70% indicates the end
of cycle life of the comparison storage battery device and
storage battery device 30.

When the storage battery cells are in initial states, SOH 3,
SOH 4, SOH 5, and SOH 6 are all 100%. Accordingly, SOH
1 and SOH 2 are also 100% in initial states.

In the case of the comparison storage battery, it is
assumed that after the number of cycles M has been passed,
the storage battery cells deteriorate due to the passage of
time or charging/discharging, SOH 3 is 80%, and SOH 4 is
60%.

Here, SOH 1 is 70% that is an average value of SOH 3 and
SOH 4. Accordingly, the end of cycle life of the comparison
battery is when the number of cycles is M.

On the other hand, in the case of storage battery device 30,
the upper limit voltage is set beforehand to be higher in step
S104 illustrated in FIG. 7 when the number of cycles N
smaller than the number of cycles M is reached. Accord-
ingly, SOH 5 increases.

Here, it is assumed that when the number of cycles M is
reached, SOH 5 is 90%, which is larger than 80% of SOH
3, and SOH 6 is 60%, which is equal to that of SOH 4.

In this case, after the number of cycles M has been passed,
SOH 2 is 75%, which is larger than 70% of SOH 1, and
storage battery device 30 is yet to reach its life end. Thus, the
life of storage battery device 30 can be longer than that of
the comparison storage battery device.

As described above, according to the embodiment, stor-
age battery device 30 includes the plurality of storage
battery cells connected in series, monitoring unit 33 that
measures voltages via the terminals of the respective storage
battery cells, and that obtains degradation information indi-
cating the degraded states cell from among the plurality of
storage battery cells based on the voltages, selection unit 34
that selects at least one of the plurality of storage battery
cells, power supply unit 32 that supplies power to the storage
battery cell selected by selection unit 34 to charge the
storage battery cell, and control unit 35 that switches, based
on the degradation information obtained by monitoring unit
33, a storage battery cell to be selected by selection unit 34,
and adjusts the power supplied from power supply unit 32.
Thus, batter life can be prolonged further.

According to the embodiment, in storage battery device
30, a voltage when power supply unit 32 performs charging
is a DC voltage, and control unit 35 adjusts the value of the
DC voltage based on the degradation information. Thus, the
storage battery cell selected by selection unit 34 can be
charged by a constant voltage according to the degree of
degradation.

According to the embodiment, in storage battery device
30, control unit 35 sets the value of the DC voltage higher
because degradation of the storage battery cell selected by
selection unit 34 is smaller based on the degradation infor-
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mation. Thus, a voltage when charging of a partially
degraded storage battery cell ends can be set higher.
According to the embodiment, in storage battery device
30, a voltage when power supply unit 32 performs charging
is a pulse voltage, and control unit 35 adjusts the duty ratio
of the pulse voltage based on the degradation information.
Thus, the selected storage battery cell can be subjected to
pulse charging according to the degree of degradation.
According to the embodiment, in storage battery device
30, a voltage when power supply unit 32 performs charging
is a pulse voltage, and control unit 35 adjusts the duty ratio
of the pulse voltage based on the degradation information.
Thus, a voltage when charging of a partially degraded
storage battery cell ends can be set higher at a high speed.

Second Embodiment

FIG. 9 is a block diagram illustrating the configuration of
a storage battery device according to the embodiment.

Storage battery device 40 illustrated in FIG. 9 includes
serial cell 31, power supply unit 42, monitoring unit 33,
selection unit 34, control unit 45, and storage unit 47.
Storage battery device 40 is connected to external power
source 36.

Differences from the configuration of the first embodi-
ment illustrated in FIG. 5 are that power supply unit 42 is
connected to storage unit 47, and storage unit 47 is con-
nected to power supply unit 42 and selection unit 34 and
connected to a storage battery cell selected by selection unit
34 via selection unit 34.

Power supply unit 42 receives, from control unit 45, a
power supply signal indicating an applied voltage to be
applied to storage unit 47, and applies the applied voltage
indicated by the power supply signal to storage unit 47,
thereby supplying power to storage unit 47.

Storage unit 47, to which the power has been supplied
from power supply unit 42, transfers power with the storage
battery cell selected by selection unit 34 to temporarily store
the power. Storage unit 47 is preferably one selected from
among a storage battery cell and a storage battery.

Control unit 45, which has received degradation informa-
tion from monitoring unit 33, selects at least one cell from
among of storage battery cells 31-1 to 31-» to transfer power
with storage unit 47 based on the degradation information,
and determines an applied voltage to be applied to storage
unit 47 by power supply unit 42. Control unit 45 transmits
to selection unit 34 a selection signal indicating the selected
storage battery cell to selection unit 34, and transmits to
power supply unit 42 a power supply signal indicating the
determined applied voltage.

Control unit 45 switches, based on the degradation infor-
mation, a storage battery cell to be selected by selection unit
34 so that among the plurality of storage battery cells, power
can be supplied from a first storage battery cell to storage
unit 47 and power can be supplied from storage unit 47 to
a second storage battery cell smaller in degradation than the
first storage battery cell.

The embodiment is different from the first embodiment in
that storage unit 47 temporarily stores the power to transfer
the power of storage battery cell whose capacity has been
degraded to a storage battery cell whose capacity is only
partially degraded, thereby increasing the power of the
storage battery cell limited in degradation.

Hereinafter, the operation of storage battery device 40
illustrated in FIG. 9 will be described.
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FIG. 10 is a flowchart illustrating an operation when
storage battery device 40 is charged from external power
source 36.

Monitoring unit 33 continuously obtains the degradation
information of storage battery cells 31-1 to 31-~. Monitoring
unit 33 continuously transmits the obtained degradation
information to control unit 45. Control unit 45 receives the
degradation information from monitoring unit 33 (step
S201).

Control unit 45 sets, based on an effective capacity
indicated by the received degradation information, an upper
limit voltage that is a voltage when power supply unit 42
ends the charging for each storage battery cell (step S202).
For example, control unit 45 sets the upper limit voltage
such that the larger the effective capacity of the storage
battery the higher is the upper limit voltage.

Control unit 45 determines whether there is any storage
battery cell having a current output voltage set lower than
the upper limit voltage based on the received degradation
information (step S203).

When there is no storage battery cell having a current
output voltage set lower than the upper limit voltage, control
unit 45 transmits a power supply stop signal to power supply
unit 42 to stop application of the applied voltage, and
transmits a selection stop signal to selection unit 34 to end
selection of the storage battery cell (step S219).

When there is a storage battery cell having a current
output voltage set lower than the upper limit voltage, control
unit 45 sets a threshold value for each storage battery cell
based on a stored counter value (step S204). Control unit 45
increments the counter value each time it is determined in
step S203 that there is a storage battery cell having an output
voltage set lower than the upper limit voltage. Control unit
45, which has incremented the counter value, increases the
threshold value to set the value. After the counter value has
reached a predetermined value, control unit 45 sets the
threshold value to a value equal to the upper limit voltage.

Control unit 45 determines whether there is any storage
battery cell having a current output voltage set lower than
the threshold value (step S205).

When there is no storage battery cell having a current
output voltage set lower than the threshold value, control
unit 45 returns to step S203.

When there are storage battery cells having current output
voltages set lower than the threshold value, control unit 45
determines whether there is a storage battery cells whose
capacity is partially degraded based on the deterioration
information, when among the storage battery cells having
current output voltages set higher than the threshold value,
a storage battery cell having an effective power storage
amount smaller than those of all the storage battery cells
having current output voltages set lower than the threshold
value is a storage battery cell whose capacity is degraded
(step S206).

When there is not a storage battery cell whose capacity
has been degraded from among the storage battery cells
having current output voltages set higher than the threshold
value, the processing proceeds to step S213.

When there are degradation progressed storage battery
cells among the storage battery cells having current output
voltages set higher than the threshold value, control unit 45
selects a storage battery cell having the smallest effective
capacity from among storage battery cells whose capacity
has been degraded, as the storage battery cell whose capacity
has become the most degraded, and determines an applied
voltage to be applied to storage unit 47 by power supply unit
42 based on the degradation information (step S207).
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Control unit 45 transmits to selection unit 34 a selection
signal indicating the selected storage battery cell, and trans-
mits to power supply unit 42 a power supply signal indi-
cating the determined applied voltage (step S208).

Selection unit 34 receives the selection signal transmitted
in step S208, and selects the storage battery cell indicated by
the selection signal (step S209).

Power supply unit 42 receives the power supply signal
transmitted in step S208, and applies the applied voltage
indicated by the power supply signal to storage unit 47 to
supply power. Storage unit 47 receives power from the
storage battery cell selected by selection unit 34 to tempo-
rarily store the power (step S210). In step S210, the voltage
applied to storage unit 47 by power supply unit 42 also
functions to control the transfer of the power from the
storage battery cell selected by selection unit 34 to storage
unit 47.

Control unit 45 determines whether the voltage of the
storage battery cell selected by selection unit 34 is lower
than the threshold value of the storage battery cell (step
S211).

When the current voltage of the storage battery cell
selected by selection unit 34 is not lower than the threshold
value, control unit 45 returns to step S211.

When the current voltage of the storage battery cell
selected by selection unit 34 is lower than the threshold
value, control unit 45 transmits a power supply stop signal
to power supply unit 42 to stop application of the applied
voltage, and ends supplying of the power to storage unit 47
(step S212).

Control unit 45 selects, based on the degradation infor-
mation, a storage battery cell having a largest effective
power storage amount among the storage battery cells
having current voltages set lower than the threshold value as
a least degraded storage battery cell, and determines an
applied voltage to be applied to storage unit 47 based on the
degradation information (step S213).

Control unit 45 transmits to selection unit 34 a selection
signal indicating the selected storage battery cell, and trans-
mits to power supply unit 42 a power supply signal indi-
cating the determined applied voltage (step S214).

Selection unit 34 receives the selection signal transmitted
in step S214, and selects the storage battery cell indicated by
the selection signal (step S215).

Power supply unit 42 receives the power supply signal
transmitted in step S214, and applies the applied voltage
indicated by the power supply signal to storage unit 47 to
supply power. Storage unit 47 temporarily stores the power.
Storage unit 47 discharges, via selection unit 34, the power
temporarily stored thus far in the storage battery cell
selected by selection unit 34 (step S216).

Control unit 45 determines whether the current voltage of
the storage battery cell selected by selection unit 34 is higher
than the threshold value (step S217).

When the current voltage of the storage battery cell
selected by selection unit 34 is not higher than the threshold
value, control unit 45 returns to step S217.

When the current voltage of the storage battery cell
selected by selection unit 34 is higher than the threshold
value, control unit 45 transmits a power supply stop signal
to power supply unit 42 to end supplying of the power to
storage unit 47 (step S218).

After the end of step S218, control unit 45 returns to step
S205.

In the flowchart illustrated in FIG. 10, storage unit 47
temporarily stores the power from the degraded storage
battery cell and power supply unit 42, and then the power is
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supplied to the storage battery cell limited in degradation
from storage unit 47. Accordingly, the storage battery cell
whose capacity has been partially degraded is charged
before there is further capacity degradation of the cell, and
charged until a threshold value that is higher than that of the
degraded storage battery cell is reached. This processing is
repeated with the increase of the threshold value, and
eventually a voltage when the charging of the storage battery
cell limited in degradation ends is higher than that of the
degradation progressed storage battery cell.

As described above, according to the embodiment, stor-
age battery device 40 further includes storage unit 47 that
transfers power with the storage battery cell selected by
selection unit 34 to store the transferred power. Control unit
45 switches, based on the degradation information, a storage
battery cell to be selected by selection unit 34 so that from
among the plurality of storage battery cells, power can be
supplied from a first storage battery cell to storage unit 47
and power can be supplied from storage unit 47 to a second
storage battery cell smaller in degradation than the first
storage battery cell. As a result, battery life can be prolonged
more, and the charged states of the storage battery cells of
serial cell 31 can be balanced.

According to the embodiment, even when power supply
unit 42 is connected to selection unit 34, without interposing
storage unit 47, and connected, via selection unit 34, to the
storage battery cell selected by selection unit 34, similar
effects can be provided if similar operations are performed.

The preferred embodiments of the present invention have
been described. However, the present invention is not lim-
ited to the embodiments. Various changes can be made
without departing from the gist of the invention.

This application claims priority from Japanese Patent
Application No. 2011-281591 filed Dec. 22, 2011, which is
hereby incorporated by reference herein in its entirety.

REFERENCE NUMERALS

30 Storage battery device
31 Serial cell

31-1 to 31-» Storage battery cell
32 Power supply unit

33 Monitoring unit

34 Selection unit

34-1 to 34-n Switch

35 Control unit

36 External power source
40 Storage battery device
42 Power supply unit

45 Control unit

47 Storage unit

What is claimed is:

1. A storage battery device comprising:

a plurality of storage battery cells connected in series;

a monitoring unit that measures voltages of the plurality
of storage battery cells via terminals associated with
each storage battery cell, and obtains degradation infor-
mation indicating degraded states of the plurality of
storage battery cells based on the voltages;

a selection unit that selects, using associated pairs of
switches, at least one storage battery cell from among
the plurality of storage battery cells;

a power supply unit that supplies power to the at least one
storage battery cell selected by the selection unit to
charge said at least one storage battery cell; and

a control unit that switches, based on the degradation
information obtained by the monitoring unit, a storage
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battery cell to be selected by the selection unit, and
adjusts the power supplied from the power supply unit.

2. The storage battery device according to claim 1,
wherein:

a voltage when the power supply unit performs charging

is a DC voltage; and

the control unit adjusts a value of the DC voltage based on

the degradation information.

3. The storage battery device according to claim 2,
wherein the control unit sets the value of the DC voltage to
a higher level when capacity degradation of the storage
battery cell selected by the selection unit becomes smaller
based on the degradation information.

4. The storage battery device according to claim 3, further
comprising a storage unit that transfers power utilizing the
storage battery cell selected by the selection unit to store the
transferred power,

wherein the control unit switches, based on the degrada-

tion information, the storage battery cell to be selected
by the selection unit so that from among the plurality of
storage battery cells, power can be supplied from a first
storage battery cell to the storage unit and thereby the
power can be supplied from the storage unit to a second
storage battery cell in which capacity degradation is
smaller than that in the first storage battery cell.

5. The storage battery device according to claim 3,
wherein the storage battery cell is a lithium ion storage
battery cell.

6. The storage battery device according to claim 2, further
comprising a storage unit that transfers power utilizing the
storage battery cell selected by the selection unit to store the
transferred power,

wherein the control unit switches, based on the degrada-

tion information, the storage battery cell to be selected
by the selection unit so that from among the plurality of
storage battery cells, power can be supplied from a first
storage battery cell to the storage unit and thereby the
power can be supplied from the storage unit to a second
storage battery cell in which capacity degradation is
smaller than that in the first storage battery cell.

7. The storage battery device according to claim 6,
wherein the storage battery cell is a lithium ion storage
battery cell.

8. The storage battery device according to claim 2,
wherein the storage battery cell is a lithium ion storage
battery cell.

9. The storage battery device according to claim 1,
wherein:

a voltage when the power supply unit performs charging

is a pulse voltage; and

the control unit adjusts a duty ratio of the pulse voltage

based on the degradation information.

10. The storage battery device according to claim 9,
wherein the control unit sets the duty ratio of the pulse
voltage to a higher level when capacity degradation of the
storage battery cell selected by the selection unit becomes
smaller based on the degradation information.

11. The storage battery device according to claim 10,
further comprising a storage unit that transfers power uti-
lizing the storage battery cell selected by the selection unit
to store the transferred power,

wherein the control unit switches, based on the degrada-

tion information, the storage battery cell to be selected
by the selection unit so that from among the plurality of
storage battery cells, power can be supplied from a first
storage battery cell to the storage unit and thereby the
power can be supplied from the storage unit to a second
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storage battery cell in which capacity degradation is
smaller than that in the first storage battery cell.

12. The storage battery device according to claim 10,
wherein the storage battery cell is a lithium ion storage
battery cell.

13. The storage battery device according to claim 9,
further comprising a storage unit that transfers power uti-
lizing the storage battery cell selected by the selection unit
to store the transferred power,

wherein the control unit switches, based on the degrada-

tion information, the storage battery cell to be selected
by the selection unit so that from among the plurality of
storage battery cells, power can be supplied from a first
storage battery cell to the storage unit and thereby the
power can be supplied from the storage unit to a second
storage battery cell in which capacity degradation is
smaller than that in the first storage battery cell.

14. The storage battery device according to claim 9,
wherein the storage battery cell is a lithium ion storage
battery cell.

15. The storage battery device according to claim 1,
further comprising a storage unit that transfers power with
the storage battery cell selected by the selection unit to store
the transferred power,

wherein the control unit switches, based on the degrada-

tion information, the storage battery cell to be selected
by the selection unit so that, from among the plurality
of storage battery cells, power can be supplied from a
first storage battery cell to the storage unit thereby the
power can be supplied from the storage unit to a second
storage battery cell in which capacity degradation is
smaller than that in the first storage battery cell.
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16. The storage battery device according to claim 15,
wherein the storage unit includes one selected from among
a capacitor, a storage battery cell and a storage battery.

17. The storage battery device according to claim 16,
wherein the storage battery cell is a lithium ion storage
battery cell.

18. The storage battery device according to claim 15,
wherein the storage battery cell is a lithium ion storage
battery cell.

19. The storage battery device according to claim 1,
wherein the storage battery cell is a lithium ion storage
battery cell.

20. A charging control method implemented in a storage
battery device that includes a plurality of storage battery
cells connected in series,

the method comprising:

measuring voltages of the plurality of storage battery cells

via terminals associated with each storage battery, and
obtaining degradation information indicating degraded
states of the plurality of storage battery cells respec-
tively based on the voltages;

selecting, using associated pairs of switches, at least one

storage battery cell from among the plurality of storage
battery cells;

supplying power to the at least one storage battery cell

selected in the selection step to charge said at least one
storage battery cell; and

switching, based on the obtained degradation information,

a storage battery cell to be selected, and adjusting the
power supplied in the power supply step.
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